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TECHNICAL DATA SHEET

PF LUSTRE - 275gsm

MEDIAAVAILABILITY

Rolls 17” 24” 36” 44” 60”
a a a a a

Sheets 6x4, 5x7, 8x10 A4 A3 A3+ A2
a a a a a

APPLICATIONS

• Proofing
• Water Resistant Prints
• Professional Photographic Images
• Presentations
• Exhibiton prints
• Portfolios

PAPERHANDLING

• Return unused paper to the original box and store flat. If
storing the paper outside the original box, only use
archival packaging.

• Leave papers open to the air to fully dry for a few hours
after printing, (24 hours are recommended) and avoid
stacking on top of each other straight away.

STORAGEANDCONDITIONSOFUSE

CONDITIONS OF USE
• The storage of all papers should take place in a

recommended climate of 15-25oC, relative humidity of
40 - 60 %, and out of direct sunlight.

• Do not exceed temperatures of 82oC (180oF) when dry
mounting.

PRODUCTDESCRIPTION
PF Lustre 275 utilises the latest microporous coating and ink receiving
technologies resulting in our best results yet. Pin sharp shadows and
highlights come as standard when printing in either B&W or colour. This
versatile paper offers an extra wide colour gamut and is compatible with
Dye, Pigment and Latex inks. The state of the art super coating gives a
superior UV and scuff protection.

 
FEATURES
• Instant dry
• High Water resistance
• Brilliant print outs in professional quality
• Photo-base for real photo feeling
• Suitable for dye, pigment and Latex inks
• High compatibility to all popular desktop-printers
.............for photo printing
• Excellent colour gamut for colour photography

TECHNICAL INFORMATION

Weight GSM 275

Coating Type Lustre

OBA Limited

Whiteness (CIE) 136

Opacity 96

Recyclable Yes


