
 

 
AMBROTYPES:  
These are a variation on tintypes, using glass plate backed with black cloth  instead 
of a black metal plate. Coat the glass with Liquid Light emulsion, let it dry, and 
expose it in a camera like a tintype plate. After processing, the glass plate is backed 
with a piece of black cloth to create contrast, and mounted so that the image is 
viewed through the glass. 
 
 
TROUBLESHOOTING: 
1. The correct exposure is a balance of light and dark areas. If the tintype plate is 
nearly all black, the remedy is to increase the exposure. If it is too light or yellowish 
with no black areas to provide contrast, the exposure should be decreased.  
  
2. To check that the developer and plates are performing correctly, thinly coat two 
postage stamp-size areas. Expose one area to room light a few seconds and the 
other just to safelight. Develop simultaneously for at least 1 minute. The 
unexposed area should be black and the exposed area  yellow-brown. (Reclaim the 
plates for reuse by rinsing with warm water.)  
 
3. The general rule to follow for best results is to coat thinly and develop fully— at 
least 2 minutes. 
 
4. If getting poor development or a bluish cast with older worn-out developer, you 
can revive it by adding a pinch of Kodak Dektol. 
 
5. Protect the surface if it will be displayed outdoors. For best protection, coat the 
dried print thinly with a water-based polyurethane finish. Any other type of 
lacquer or solvent-based coating can also be used, for example Krylon Crystal 
Clear. For display indoors, no protective coating is needed but can be used for ease 
of handling.  
 
* Liquid Light emulsion is used for normal negative-to-positive prints as well as 
tintypes. In normal use, the  emulsion is coated on a light-colored material, 
exposed and developed  in a standard paper developer like Dektol. For tintypes, 
the same emulsion is used with a specially formulated  tintype developer. Coated 
on black material and developed in tintype developer, it gives a positive-to-
positive print through the illusion of reversal. 
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INSTRUCTIONS FOR TINTYPE PARLOR KIT 

 
 
 
 
HISTORY OF TINTYPES: 
Tintypes, also known as ferrotypes, are last century’s "instant" photographs. 
Historically, "wet-plate" tintypes, containing silver halide in a collodion 
suspension, came  first. They were made obsolete by "dry-plate" tintypes that  
used gelatin instead of flammable collodion. Dry-plate tintypes were coated on 
steel that was painted black and sometimes on black paper or cardboard. (The 
"tin" in tintypes comes from the similarity of the metal plates to the steel used  
in “tin” cans.) The Tintype Parlor produces authentic dry-plate tintypes.  
  
Tintypes are an optical illusion that is based on the same principle as when you 
view an underexposed or thin black-and-white negative by reflected light while it 
is held against a dark background: The negative image seems to become positive. 
With tintypes, the exposed silver image is actually lighter in color than the 
unexposed areas of the black background, giving the appearance of a normal 
positive print. * 
  
Because tintypes eliminate the negative used in conventional prints, they are  
"first generation" prints that produce an image of extreme sharpness and 
resolution. Another characteristic of tintypes is that subjects are optically  
reversed so that left becomes right and vice-versa. Colors reproduce differently 
from modern black-and-white emulsions: reds appear to be black and blues to be 
white. The highlights of tintypes are not pure white as in conventional prints, but 
light yellow-brown: these effects are all part of the distinctive appearance and 
appeal of dry-plate tintypes.  
 
Now it’s time to try your hand at tintyping. An old box or view camera with a bulb 
or time exposure setting is excellent. A tripod is necessary. If you have an exposure 
meter, place a blue acetate film over the photocell to measure only the blue content 
of the ambient light, the only color that tintypes are sensitive to. Dress your models 
in old clothes from the attic, and enjoy operating your own tintype parlor! 
 
 
 
 
 
 
 
         
         
    



 

 
YOU NEED:  
 1. A location away from white light—either a darkroom or other space that  
excludes daylight and artificial light. Use an amber or red safelight. A standard 7- 
watt mini red bulb can be used close-up, or a bounced 25-watt  amber bulb, if it 
does not shine directly on the emulsion.   
2. Two small shallow trays made of glass, plastic or stainless steel, for the tintype 
developer and fixer.   
3. A pair of  scissors or a paper cutter to cut the tintype plates to fit inside your 
camera. (For a good fit in many 4x5 film holders you may have to trim a little off the 
edges.) 
 
 
CHEMICAL PREPARATION:  
 1. The bottle of developer should be used undiluted. Store the bottle in a cool place. 
For best results, use as a one-shot developer - processing all plates in a single session 
or pouring out just enough to use for a single plate, at a time. To extend shelf life: 
squeeze the bottle to remove air before capping and never pour used developer back 
into the bottle. 

2. Dissolve the small clear bag of powdered fixer in ½ pint (250ml’s) of cool water. 
Pour into the fixer tray. Fixer can be re-used and should be stored  in a plastic or 
glass container. (Note: the bottle of developer holds  ½ pint and can be used to 
measure water for the fixer.) 
 
 
COATING:  
The light-sensitive photographic emulsion, Liquid Light*, is a solid gel at room 
temperature. Under safelight plunge the black bottle into a container of hot water 
until the contents become hot, about 110’. Heat 10-15 minutes away from light. Do 
not shake the bottle as that could cause bubbles to form. If needed wipe the plates 
with alcohol to remove fingerprints then pour some emulsion onto a black plate, 
spread the emulsion quickly using a nail or brush while tilting the plate, then pour 
the surplus off for re-use. Preheating the plate helps it set up smoothly. Coat evenly. 
Lay the coated plate on a level surface until the emulsion sets up or becomes sticky. 
It can then be stood on end and drying speeded with an electric fan or dehumidifier. 
Dry with circulating air, not in a closed box, preferably overnight. Plates should 
appear from medium to dark gray when dry. Store dried plates in total darkness 
until needed. Wax paper can be used between dried plates to prevent sticking. 
 
 
EXPOSING TINTYPES:  
Since tintypes are sensitive only to blue light, place a blue transparency over the 
exposure meter to eliminate other colors. Check to be sure the sensitized plate is 
sitting firmly on the film plane of the  camera.   

   

  Suggested trial exposures are as follows:  
 
  Bright sun on subject:    f/16@½ second  
  Cloudy-bright:                  f/8@½ second  
  Open shade:                 f/5.6@½ second  
 
 
PROCESSING: 
1. In the darkroom, develop the tintype face up at 68° to 71°F (21°C) for at least 3 
minutes with frequent agitation. First the plate will turn black, then a picture will 
slowly emerge. This may take even longer than 3 minutes, but it’s no problem as 
long as the developer is agitated. If development time is too brief, areas of the print 
may have a bluish cast.  
  
2. Without rinsing, place the plate in fixer for 10-15 minutes until any chalky white 
areas disappear. The fixer will also harden the emulsion, so that it becomes tough 
and leathery to the touch.  
  
3. Rinse the tintypes for 10-15 minutes or more in lukewarm running water.  
Optionally use a hypo clearing agent where water is scarce. To reclaim a plate, run 
warm water over it and scrub with a wet, not stiff, bristle brush until all residual 
emulsion is eliminated. The plate can then be dried and re-used.  
 
 
OTHER METHODS OF MAKING TINTYPES: 
 1. Indoors: If it is impractical to take tintypes outside, it is possible to take them 
indoors provided there is a rich source of blue light, such as blue photofloods, 
daylight fluorescents or LEDs,  mercury vapor, sunlamp, arcs or a high-wattage 
halogen bulb. Use plenty of light, taking all safety precautions necessary with high-
intensity lighting. You can allow the subject to blink during the long exposure; it will 
not be evident on the print. Do not use a strobe or flash as a light source, as the 
output is too brief to be of use.  
  
2. With an enlarger, you can project a positive color transparency or black-and-
white transparency onto the sensitized tintype plate. A trial exposure of 20 seconds 
at full aperture can be given for a black-and-white transparency, and twice that for a 
color transparency.  
  
3. Contact miniatures can be made by laying a 35mm color positive transparency or 
other film positive on the tintype plate and using a 40-watt bulb at least 4 feet away 
as a point light source. Expose for 2 seconds.  
  
4. Contact tintypes from old prints: Lay the paper print emulsion side down, onto a 
tintype plate and lock it into a printing frame, or a piece of glass to hold the 
emulsion of the print tightly in contact with the tintype plate. Use a point light 
source as described in #3.  
 



ROCKLAND COLLOID LLC 

TINTYPE DEVELOPER IN KITS  

SAFETY DATA SHEET 

Trade Name: TINTYPE KIT 

=========================================================================== 

                            General Information 

=========================================================================== 

Company's Name: ROCKLAND COLLOID LLC 

Company's P.O. Box: 3120 

Company's City: Oregon City 

Company's State: OR 

Company's Country: US  

Company's Zip Code: 97045 

Company's Emergency Ph #: 503-655-4152 

Date MSDS Prepared: 08/04/2025  

Safety Data Review Date: 08/04/25 

Hazard Characteristic Code: C2  

=========================================================================== 

                     Ingredients/Identity Information 

=========================================================================== 

Proprietary: NO  

Ingredient: SODIUM CARBONATE, MONOHYDRATE; INGREDIANT 1+INGREDIANT 2=50-55% 

Ingredient Sequence Number: 01  

Percent: UNKNOWN  

NIOSH (RTECS) Number: 1003578SC  

CAS Number: 5968-11-6  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: SODIUM CARBONATE, ANHYDROUS; INGREDIANT 1+INGREDIANT 2=50-55%. 

Ingredient Sequence Number: 02  

Percent: UNKNOWN  

NIOSH (RTECS) Number: VZ4050000  

CAS Number: 497-19-8  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: SODIUM SULFITE 

Ingredient Sequence Number: 03  

Percent: 30-35  

NIOSH (RTECS) Number: WE2150000  

CAS Number: 7757-83-7  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: HYDROQUINONE (SARA III) 

Ingredient Sequence Number: 04  

Percent: 6  

NIOSH (RTECS) Number: MX3500000  

CAS Number: 123-31-9  

OSHA PEL: 2 MG/M3  

ACGIH TLV: 2 MG/M3; 9394  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: P-METHYLAMINOPHENOL SULFATE (METOL) 

Ingredient Sequence Number: 05  

Percent: 1-5  

NIOSH (RTECS) Number: SL8650000  

CAS Number: 55-55-1  



OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: METAPHOSPHORIC ACID, HEXASODIUM SALT 

Ingredient Sequence Number: 06  

Percent: 1-5  

NIOSH (RTECS) Number: OY3675000  

CAS Number: 10124-56-8  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: POTASSIUM BROMIDE 

Ingredient Sequence Number: 07  

Percent: 1-5  

NIOSH (RTECS) Number: TS7650000  

CAS Number: 7758-02-3  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

=========================================================================== 

                     Physical/Chemical Characteristics 

=========================================================================== 

Appearance And Odor: POWDER; WHITE; ODORLESS. 

Vapor Pressure (MM Hg/70 F): NEGLIGIBLE  

Decomposition Temperature: UNKNOWN  

Solubility In Water: APPRECIABLE  

Percent Volatiles By Volume: NEGLIG  

Corrosion Rate (IPY): UNKNOWN  

=========================================================================== 

                      Fire and Explosion Hazard Data 

=========================================================================== 

Flash Point: NONE  

Extinguishing Media: USE MEDIA APPROPRIATE FOR SURROUNDING FIRE. 

Special Fire Fighting Proc: USE A SELF-CONTAINED BREATHING APPARATUS AND 

FULL PROTECTIVE EQUIPMENT. 

Unusual Fire and Explosive Hazards: HMIS SUGGESTS THAT THE FINELY DISPURSED DUST 

FROM THIS PRODUCT IS A FIRE OR EXPLOSION HAZARD IN THE PRESENCE OF SOURCES 

OF IGNITION. 

=========================================================================== 

                              Reactivity Data 

=========================================================================== 

Stability: YES  

Condition To Avoid (Stability): NONE SPECIFIED BY MANUFACTURER. 

Materials To Avoid: STRONG ACIDS. 

Hazardous Decomposition Products: CARBON DIOXIDE, CARBON MONOXIDE, SULFUR DIOXIDE. 

Hazardous Poly Occur: NO  

=========================================================================== 

                            Health Hazard Data 

=========================================================================== 

LD50-LC50 Mixture: ORAL LD50 (RAT) IS 0.5-5G/KG  

Route Of Entry - Inhalation: YES  

Route Of Entry - Skin: YES  

Route Of Entry - Ingestion: NO  

Health Hazard Acute and Chronic: EYES: MAY CAUSE IRRITATION. SKIN: MAY CAUSE 

IRRITATION.INGEST: MAY CAUSE GI TRACT IRRITATION.INHAL: DUST MAY CAUSE  

RESPIRATORY IRRITATION. 

Carcinogenicity - NTP: NO  

Carcinogenicity - IARC: NO  

Carcinogenicity - OSHA: NO  

Explanation Carcinogenicity: THERE ARE NO INGREDIENTS ABOVE 0.1% WHICH ARE 



IDENTIFIED AS CARCINOGENS BY NTP, IARC OR OSHA. 

Signs/Symptoms of Overexposure: SKIN: ALLERGIC SKIN REACTIONS. 

Med Condition Aggravated by Exp: PERSONS WITH PRE-EXISTING SKIN OR EYE 

CONDITIONS MAY BE AT INCREASED RISK FROM EXPOSURE. 

Emergency/First Aid Proc: SKIN: REMOVE CONTAMINATED CLOTHING; WASH WITH 

WATER. EYES: FLUSH WITH WATER FOR 15 MINUTES.INHAL: REMOVE TO FRESH AIR. GIVE 

OXYGEN OR ARTIFICIAL RESPIRATION IF NEEDED.INGEST: GET PROMPT QUALIFIED 

MEDICAL ATTENTION.IF CONSCIOUS, INDUCE VOMITING AS DIRECTED BY MEDICAL 

PERSONNEL. 

=========================================================================== 

                   Precautions for Safe Handling and Use 

=========================================================================== 

Steps If Material Released/Spill: SWEEP UP AND PLACE IN AN APPROPRIATE 

CONTAINER FOR DISPOSAL.FOR SMALL AMOUNTS FLUSH TO SEWER WITH PLENTY OF 

WATER.CLEAN SPILL AREA THOROUGHLY TO AVOID RESIDUAL CONTAMINATION. 

Neutralizing Agent: NONE 

Waste Disposal Method: DISPOSE OF IN ACCORDANCE WITH FEDERAL, STATE AND 

LOCAL REGULATIONS. 

Precautions-Handling/Storing: FOLLOW LABEL DIRECTIONS.AVOID BREATHING 

DUSTS.AVOID SKIN AND EYE CONTACT. 

Other Precautions: USE WITH ADEQUATE VENTILATION.USE OF AN ACIDIC HAND 

CLEANER WILL MINIMIZE THE POSSIBILITY OF AN ALLERGIC SKIN REACTION. 

=========================================================================== 

                             Control Measures 

=========================================================================== 

Respiratory Protection: USE A NIOSH/MSHA APPROVED RESPIRATOR FOR DUST. 

COMPLY WITH 29CFR1910.134. 

Ventilation: USE GENERAL DILUTION VENTILATION WITH 10 AIR CHANGES/HOUR. 

Protective Gloves: IMPERIOUS TYPE.  

Eye Protection: DUST PROOF GOGGLES.  

Other Protective Equipment: PROTECTIVE CLOTHING, AS NEEDED.PROVIDE A LOCAL 

EYE WASH STATION AND SAFETY SHOWER. 

Work Hygienic Practices: USE REASONABLE CARE IN HANDLING THIS PRODUCT.WASH 

HANDS AFTER USE AND BEFORE EATING. 

Suppl. Safety & Health Data: KEY1; N1. 

=========================================================================== 

                            Transportation Data 

=========================================================================== 

Trans Data Review Date: 08/04/25 

DOT PSN Code: HNB  

DOT Proper Shipping Name: Dektol 

DOT Class: 6.1  

DOT ID Number: UN2662  

DOT Pack Group: III  

DOT Label: KEEP AWAY FROM FOOD  

IMO PSN Code: IJE  

IMO Proper Shipping Name: Dektol, SOLID 

IMO Regulations Page Number: 6164  

IMO UN Number: 2662  

IMO UN Class: 6.1  

IMO Subsidiary Risk Label: -  

IATA PSN Code: NWE  

IATA UN ID Number: 2662  

IATA Proper Shipping Name: Dektol 

IATA UN Class: 6.1  

IATA Label: TOXIC *  

AFI PSN Code: NWE  

AFI Prop. Shipping Name: Dektol 

AFI Class: 6.1  

AFI ID Number: UN2662  

AFI Pack Group: III  

AFI Label: KEEP AWAY FROM FOOD  



AFI Basic Pac Ref: 10-13  

MMAC Code: NR  

Additional Trans Data: NONE 

=========================================================================== 

                               Disposal Data 

=========================================================================== 

                                Label Data 

=========================================================================== 

Label Required: YES  

Technical Review Date: 1/3/13 

MFR Label Number: UNKNOWN  

Label Status: F  

KAN35438  

Signal Word: CAUTION!  

Acute Health Hazard-Slight: X  

Contact Hazard-Slight: X  

Fire Hazard-Slight: X  

Reactivity Hazard-None: X  

Special Hazard Precautions: EYES: MAY CAUSE IRRITATION. SKIN:MAY CAUSE 

IRRITATION.INGEST: MAY CAUSE GI TRACT IRRITATION.INHAL: DUST MAY CAUSEESPIRATORY 

IRRITATION. FOLLOW LABEL DIRECTIONS.AVOID BREATHING DUSTS.AVOID 

SKIN AND EYE CONTACT. FIRST AID: SKIN: REMOVE CONTAMINATED CLOTHING; WASH 

WITH WATER.EYES: FLUSH WITH WATER FOR 15 MINUTES. INHAL: REMOVE TO FRESH AIR. 

GIVE OXYGEN OR ARTIFICIAL RESPIRATION IF NEEDED. INGEST: GET PROMPT QUALIFIED 

MEDICAL ATTENTION.IF CONSCIOUS, INDUCE VOMITING AS DIRECTED BY MEDICAL 

PERSONNEL. 

Protect Eye: Y  

Protect Skin: Y  

Label Name: ROCKLAND COLLOID CORP. 

Label Emergency Number: 520-626-6016 

 

ROCKLAND COLLOID LLC 

TINTYPE DEVELOPER, PART 3 OF 3 (8oz LIQUID) 

SAFETY DATA SHEET 

Trade Name: TINTYPE DEVELOPER 

=========================================================================== 

                            General Information 

=========================================================================== 

Company's Name: ROCKLAND COLLOID LLC  

Company's P.O. Box: 3120 

Company's City: Oregon City 

Company's State: OR 

Company's Country: US  

Company's Zip Code: 97045 

Company's Emergency Ph #: 503-655-4152 

Date MSDS Prepared: 08/04/2025  

Safety Data Review Date: 08/04/25 

Unit Of Issue Container Qty: 250 CC 

Type Of Container:  PLASTIC BOTTLE 

=========================================================================== 

                     Ingredients/Identity Information 

=========================================================================== 

Proprietary: NO  

Ingredient: AMMONIUM THIOSULFATE/AMMONIUM THIOCYANATE 50% SOLUTION (SARA III) 

Ingredient Sequence Number: 01  

Percent: 90 

NIOSH (RTECS) Number: XK7875000  

CAS Number: 1762-95-4  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Proprietary: NO  

Ingredient: WATER 



Ingredient Sequence Number: 02  

Percent: BALANCE  

NIOSH (RTECS) Number: ZC0110000  

CAS Number: 7732-18-5  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

Proprietary: NO  

Ingredient: SODIUM CARBONATE, ANHYDROUS 

Ingredient Sequence Number: 02  

Percent: 10  

NIOSH (RTECS) Number: VZ4050000  

CAS Number: 497-19-8  

OSHA PEL: NOT ESTABLISHED  

ACGIH TLV: NOT ESTABLISHED  

Other Recommended Limit: NONE RECOMMENDED  

=========================================================================== 

                     Physical/Chemical Characteristics 

=========================================================================== 

Appearance And Odor: COLORLESS, DELIQUESCENT CRYSTALS.ODORLES OR SL NH*3 

Specific Gravity: 1.31  

Solubility In Water: COMPLETE  

=========================================================================== 

                      Fire and Explosion Hazard Data 

=========================================================================== 

Flash Point: NONE  

Extinguishing Media: EXTINQUISH WITH AGENT SUITABLE FOR SURROUNDING FIRE. 

Special Fire Fighting Proc: WEAR SELF-CNTD BRTHG, APPLY H*20 SPRAY TO COOL 

CONTR. 

Unusual Fire And Explosive Hazards: NOT CONSIDERED TO BE AN EXPLOSION HAZARD. 

=========================================================================== 

                              Reactivity Data 

=========================================================================== 

Stability: YES  

Materials To Avoid: STRONG ACIDS, LEAD NITRATE, KCLO*3. GIVES HCN W/ACIDS. 

Hazardous Decomposition Products: TOXIC FUMES OF NH*3, NITRIC OXIDES, SO*2 & 

CYANIDE WHEN HEATED 

Hazardous Poly Occur: NO  

=========================================================================== 

                            Health Hazard Data 

=========================================================================== 

Signs/Symptoms of Overexposure: INGEST: MAY CAUSE VOMITG, LOW BLD PRESSURE & 

DEATH; EYES/SKIN: MAY CAUSE IRRIT, REDNESS; I NH:NO HEALTH PROBLEM 

Emergency/First Aid Proc: INHAL: RMV TO FRESH AIR.GIVE CPR/OXYGEN IF 

BREATHING IS DIFFICULT.GET MD; INGEST: IMMEDIATELY INDUCE VOMIT BY GIVING 2 GL OF 

WATER.NOTHING BY MOUTH IF UNCONSCIOUS.GET MEDICAL IMMEDIATELY; SKIN/EYES: FLUSH IMMED W/ 

LG QTY H*2O FOR 15 MIN. RMV CONTMNTD CLOTHES.GET MEDICAL ATTN. 

=========================================================================== 

                   Precautions for Safe Handling and Use 

=========================================================================== 

Steps If Material Released/Spill: VENTILATE AREA OF SPILL.CLEAN UP PERSONS 

NEED PROTCTV CLOTHG/RESP PROTCTION FM DUST.PICK UP SPILL & PLACE IN A 

SUITABLE CONTAINER FOR RECLAMATION OR DISPOSAL IN A METHOD THAT DOES NOT 

GENERATE DUST. 

Waste Disposal Method: WHATEVER CANNOT BE SAVED FOR RECLAMATION MAY BE 

DISPOSD AS HAZ WASTE IN A RCRA APPRVD WASTE DISPOSAL FACILITY.COMPLY WITH 

LOCAL, ST.& FED REGS; CWA/CERCLA RQ:5000LBS. 

Precautions-Handling/Storing: KEEP IN TIGHTLY CLOSED CONTNRS AT COOL, DRY, 

VENTILATED PLACE.PROTECT AGAINST PHY DAMAGE.ISOLATE FROM OXIDIZING MATERIALS.  

STORE IN THE DARK. 

Other Precautions: AVOID BREATHING DUST.USE W/ADEQUATE VENTILATION.KEEP 

CONTAINRS CLOSED.WASH THOROUGHLY AFTER HANDLING.AVOID SKIN, EYES & CLOTHING 



CONTACT; WARNING! HARMFUL IF SWALLOWED. 

=========================================================================== 

                             Control Measures 

=========================================================================== 

Respiratory Protection: SUPPLIED AIR RESPIR/SCBA; ESCAPE: GAS MASK 

Ventilation: LOCAL EXHAUST TO MAINTN BELOW TLV. 

Protective Gloves: IMPERVIOUS  

Eye Protection: GOGGLES/FACE SHIELD  

Other Protective Equipment: FULL PROTECTIVE CLOTHING, SAFETY SHOWER, EYE 

WASH STATION 

Suppl. Safety & Health Data: MSDS FM MFR DATED:08-13-85 WHICH CONFORMS TO 

OSHA HAZ COMM STANDARDS. 

=========================================================================== 

                            Transportation Data 

=========================================================================== 

Trans Data Review Date: 08/04/25 

DOT PSN Code: ZZZ  

DOT Proper Shipping Name: NOT REGULATED BY THIS MODE OF TRANSPORTATION 

IMO PSN Code: ZZZ  

IMO Proper Shipping Name: NOT REGULATED FOR THIS MODE OF TRANSPORTATION 

IATA PSN Code: ZZZ  

IATA Proper Shipping Name: NOT REGULATED BY THIS MODE OF TRANSPORTATION 

AFI PSN Code: ZZZ  

AFI Prop. Shipping Name: NOT REGULATED BY THIS MODE OF TRANSPORTATION 

Additional Trans Data: DOT RQ:5000LBS. 

=========================================================================== 

                                Label Data 

=========================================================================== 

Label Required: YES  

Label Status: G  

Common Name: AMMONIUM THIOCYANATE  

Special Hazard Precautions: INGEST: MAY CAUSE VOMITG, LOW BLD PRESSURE & 

DEATH; EYES/SKIN: MAY CAUSE IRRIT, REDNESS; INH:NO HLTH PRBLM 

Label Name: ROCKLAND COLLOID CORP. 

Label Emergency Number: 520-626-6016 

 

ROCKLAND COLLOID LLC 

TINTYPE DEVELOPER, Part 2(in bag) 

MATERIAL SAFETY DATA SHEET 

Trade Name: TINTYPE FIXER 

=========================================================================== 

                            General Information 

=========================================================================== 

Company's Name: ROCKLAND COLLOID LLC  

Company's P.O. Box: 3120 

Company's City: Oregon City 

Company's State: OR 

Company's Country: US  

Company's Zip Code: 97045 

Company's Emergency Phone #: 503-655-4152 

Date MSDS Prepared: 08/04/25  

Safety Data Review Date: 08/04/25 

Unit Of Issue Container Qty: 1.5oz 

Type Of Container: ORIGINAL BAG 

=========================================================================== 

                     Ingredients/Identity Information 

=========================================================================== 

Proprietary: NO  

Ingredient: SODIUM SULFATE 

Ingredient Sequence Number: 01  

Percent: >5%  

NIOSH (RTECS) Number: WE6660000  



CAS Number: 10102-17-7  

Proprietary: NO  

Ingredient: OTHER COMPONENTS.(PER MSDS NON-HAZARDOUS) 

Ingredient Sequence Number: 02  

Percent: <1%  

NIOSH (RTECS) Number: 1003292OC  

Proprietary: NO  

Ingredient: WATER 

Ingredient Sequence Number: 03  

Percent: BALANCE  

NIOSH (RTECS) Number: ZC0110000  

CAS Number: 7732-18-5  

=========================================================================== 

                     Physical/Chemical Characteristics 

=========================================================================== 

Appearance And Odor: CLEAR & COLORLESS, LIQUID, ODORLESS 

Boiling Point: >212F  

Specific Gravity: 0.996  

Solubility In Water: MISCIBLE  

pH: 7.9%  

=========================================================================== 

                      Fire and Explosion Hazard Data 

=========================================================================== 

                              Reactivity Data 

=========================================================================== 

Stability: YES  

Cond To Avoid (Stability): HEAT, LIGHT 

Hazardous Poly Occur: NO  

=========================================================================== 

                            Health Hazard Data 

=========================================================================== 

Route Of Entry - Inhalation: NO  

Route Of Entry - Skin: NO  

Route Of Entry - Ingestion: NO  

Health Hazard Acute and Chronic: PRACTICALLY NON-TOXIC 

Carcinogenicity - NTP: NO  

Carcinogenicity - IARC: NO  

Carcinogenicity - OSHA: NO  

Explanation Carcinogenicity: NONE 

Signs/Symptoms of Overexposure: PRACTICALLY NON-TOXIC 

GIVE LARGE QUANTITIES OF WATER. INHALATION: REMOVE TO FRESH AIR. OBTAIN 

MEDICAL ATTENTION IN ALL CASES. 

=========================================================================== 

                   Precautions for Safe Handling and Use 

=========================================================================== 

Steps If Material Released/Spill: DILUTE W/WATER. POUR DOWN THE DRAIN W/EXCESS 

WATER. 

Waste Disposal Method: DISPOSE OF IN ACCORDANCE W/FEDERAL, STATE & LOCAL 

REGULATIONS. 

Precautions-Handling/Storing: STORE IN A COOL, DRY PLACE & PROTECT FROM 

SUNLIGHT. 

Other Precautions: AVOID CONTACT W/EYES & SKIN. 

=========================================================================== 

                             Control Measures 

=========================================================================== 

Eye Protection: SAFETY GLASSES W/TOP & SIDE SHIELDS  

Work Hygienic Practices: WASH THOROUGHLY AFTER HANDLING. 

=========================================================================== 

                                Label Data 

=========================================================================== 

Label Required: YES  

Technical Review Date: 08/04/25 



Label Date: 08/04/25 

Label Status: F  

Common Name: 323 SODIUM THIOSULFATE SOLUTION 0.10N  

Chronic Hazard: NO  

Signal Word: CAUTION!  

Acute Health Hazard-Slight: X  

Contact Hazard-None: X  

Fire Hazard-None: X  

Reactivity Hazard-None: X  

Special Hazard Precautions: PRACTICALLY NON-TOXIC /HEART/BLOOD/ 

REPRODUCTIVE/IMMUNESYSTEM EFFECTS. TARGET EFFECTS: NEUROTOXIN/ 

NEPHROTOXIN/TERATOGEN. 

Protect Eye: Y  

Label Name: ROCKLAND COLLOID LLC 

Label Emergency Number: 520-626-6016 

 

 

 


